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Classic suspended fixture. 

Available in three different sizes small, 
medium or large.

Globe made from opal glass. Glossy 
chrome wire tube. Comes as standard 
with 3-metre cable.

Connection to 5-point connector in  
ceiling cup. Ballast located in fixture.

Dimmable version (TD) with push- 
button or Dali. 

Lifespan L80 Ta25 50000h (B50)
MacAdams 3 SDCM CRI:>80

IP 20 | CE

Ceiling cup

Type Lumen Art no. E no. ø Power Weight

Espresso LED 2000 830 Small 1770 3 151 20 75 031 77 300 17 2,5

Espresso LED 2000 840 Small 1790 3 151 24 75 031 78 300 17 2,5

Espresso LED 2000 830 TD Small 1770 3 151 28 75 031 79 300 17 2,5

Espresso LED 2000 840 TD Small 1790 3 151 32 75 031 80 300 17 2,5

Espresso LED 2000 830 Medium 1770 3 151 36 75 031 81 350 17 2,9

Espresso LED 2000 840 Medium 1790 3 151 40 75 031 82 350 17 2,9

Espresso LED 2000 830 TD Medium 1770 3 151 44 75 031 83 350 17 2,9

Espresso LED 2000 840 TD Medium 1790 3 151 48 75 031 84 350 17 2,9

Espresso LED 2000 830 Large 1770 3 151 52 75 031 85 400 17 3,3

Espresso LED 2000 840 Large 1790 3 151 56 75 031 86 400 17 3,3

Espresso LED 2000 830 TD Large 1770 3 151 60 75 031 87 400 17 3,3

Espresso LED 2000 840 TD Large 1790 3 151 64 75 031 88 400 17 3,3
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